
HighTemp MLC Chips                        NOVACAP /  Bredemeier  
 

für  25V bis 500 Volt Applikationen                                         Keramik Kondensatoren    
 

+150°C   HighTemp X8R Class II   maximale Kapazitätswerte    
 

 
Volt 

 

 

xx 
 

0805 
 

1206 
 

1210 
 

1515 
 

1812 
 

1825 
 

2225 
 

4540 
 

6560 
 

7565 
 

 

25V 
 

 

min 
max 

 

 

  120pF 
0.056uF 

 

  220pF 
0.180uF 

 

  330pF 
0.330F 

 

  330pF 
0.470uF 

 

  220pF 
0.680uF 

 

  1000pF 
1.2uF 

 

  1000pF 
1.5uF 

 

  1000pF 
5.6uF 

 

  2200pF 
12uF 

 

  2200pF 
15uF 

 

50V 
 

 

min 
max 

 

 

  120pF 
0.047uF 

 

  220pF 
0.150uF 

 

  330pF 
0.270uF 

 

  330pF 
0.560uF 

 

  220pF 
0.560uF 

 

  1000pF 
1.0uF 

 

  1000pF 
1.2uF 

 

  1000pF 
4.7uF 

 

  2200pF 
10uF 

 

  2200pF 
12uF 

 

100V 
 

 

min 
max 

 

 

  120pF 
0.033uF 

 

  220pF 
0.100uF 

 

  330pF 
0.180uF 

 

  330pF 
0.220uF 

 

  220pF 
0.390uF 

 

  1000pF 
0.820uF 

 

  1000pF 
1.0uF 

 

  1000pF 
3.9uF 

 

  2200pF 
6.8uF 

 

  2200pF 
10uF 

 

200V 
 

 

min 
max 

 

 

  120pF 
0,022uF 

 

  220pF 
0.047uF 

 

  330pF 
0.100uF 

 
---- 

 

  220pF 
0.220uF 

 

  1000pF 
0.560uF 

 

  1000pF 
0.680uF 

 

  1000pF 
3.3uF 

 

  2200pF 
4.7uF 

 

  2200pF 
8.2uF 

 

250V 
 

 

min 
max 

 

 

  120pF 
0.018uF 

 

  220pF 
0.033uF 

 

  330pF 
0.082uF 

 
  ---- 

 

  220pF 
0.150uF 

 

  1000pF 
0.470uF 

 

  1000pF 
0.560uF 

 

  1000pF 
2.7uF 

 

  2200pF 
3.9uF 

 

  2200pF 
6.8uF 

 

400V 
 

 

min 
max 

 

 

  120pF 
0.010uF 

 

  220pF 
0.022uF 

 

  330pF 
0.047uF 

 
  ---- 

 

  220pF 
0.100uF 

 

  1000pF 
0.180uF 

 

  1000pF 
0.220uF 

 

  1000pF 
2.2uF 

 

  2200pF 
3.3uF 

 

  2200pF 
3.9uF 

 

500V 
 

 

min 
max 

 

 

  120pF 
5600pF 

 

  220pF 
0.015uF 

 

  330pF 
0.039uF 

 
  ---- 

 

  220pF 
0.056uF 

 

  1000pF 
0.120uF 

 

  1000pF 
0.150uF 

 

  1000pF 
1.2uF 

 

  2200pF 
2.2uF 

 

  2200pF 
3.2uF 

   

              Verfügbare Kapazitätswerte gem. E-Reihe   1.0  1.2  1.5  1.8  2.2  2.7  3.3  3.9  4.7  5.6  6.8  8.2     (1.0, 10, 100, 1000, 10000 pF (10nF)  
 

                103 (10nF, 0.010uF),  104 (100nF, 0.100uF) andere Werte auf Anfrage 
 
 
 

150°C  X8R Dielectric Class II Arbeitstemperaturbereich:  -55°C bis +150°C 
 
 
 
 
 
 
 
 

 
 
 
 

 

 
 
 

 

 
 
 

   BREDEMEIER ELECTRONICS GMBH  TEL. +49 (89) 9080 24   Fax +49 (89) 9437 9546  
 

info@bredemeiergmbh.de    www.bredemeiergmbh.de  


